NECHANICAL STANDARD DUTY FLOAT SWITCH

(0RO LENGTH=20'
WITH PIGGYBACK PLUG

\\\\\\\‘ //////// PUMP DOWN-N.O. CONTACTS FOR EMPTYING
! * NORMALLY OPEN-CLDSE DN RISE

* HIGH IMPACT POLYCARBONATE ABS-LEAK & SHOCK PRODF

* MECHANTCALLY ACTIVATED MICRO SWITCH

% WIDE ANGLE 90° FLOAT NOT SENSITIVE TO ROTATION OR TURBULANCE
* ADJUSTABLE PUMPING RANGE FROM b6 TO 36 INCHES

* FOR USE IN WATER AND SEWAGE

* NORMALLY OPEN CONTACTS FOR PUMP DOWN APPLICATIONS

x 14 ANG, 2 CONDUCTOR, SJOW WATER RESISTANT (CPE) MATERTAL

* MAX PUMP RUN 15 AMPS; 1 HP e 120 VAC AND 2HP e 240 VAC

* MAX PUMP START 96 AMPS

* JPTIONAL CORD LENGTH OF 10", 15°, 20", 307, 407, 30'

* 180°F MAX 1107 INNOVATIVE COMPONENTS
* INCLUDES SST PIPE MOUNT ASSEMBLY 384 mgﬂ;gg/}%g;gfﬂég, /;Egégggx 294
« (SA RECOGNIZED _ LT
¢ 3 YEAR LIMITED VARRANTY TTTCE YRCHANICAL SUIP PUNP SWITCH
R T T I
STOCK : SHEET: 1 OF 1
X SCALE : NONE

FILENAME: C:\CK7\PRT\SPS-2000\IMASTER |REV:




